
IDEAL APPLICATION

PRODUCT WHATEPAPER
Package Dimensions: 5.8x2.5x3.9”

TOP FEATURES

ALL FEATURES SPECS

DIMENSIONS

PRODUCT MODEL SKU#

TALOS G2
LASER RANGEFINDER

850Y 505003

NITROGEN PURGED
Nitrogen gas is used to purge air from 
the optic to help maintain internal fog-
proof and waterproof capabilities.

MULTI-COATED LENSES
NITROGEN PURGED
RAINPROOF
RUBBER ARMOR
DIOPTER ADJUSTMENT
ANGLE COMPENSATION MODE
LINE OF SIGHT MODE
SCAN MODE
HUNTING AND GOLF MODE
DUAL UNITS OF MEASUREMENT OF 
DISTANCE (M/Y)

Magnification
Obj. Lens
Eye Relief
FoV Angular
Ranging Reflective
Ranging Deer
Accuracy
Max Angle Reading
Battery
Weight

6X
21 mm

14.0 mm
7⁰

850 Y
300 Y
 ± 1 Y 

 ± 70 ⁰ 
CR2-3V

4.5 oz

RAINPROOF
Don’t let unexpected showers, slow 
you down. While not submersible, 
rainproof optics will shed water in the 
harshest conditions, so you can push 
forward.

RUBBER ARMOR
Rubber Armor is applied to the 
chassis, giving additional protection 
and a durable, secure, non-slip soft 
texture grip for any weather condition.
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